ized Steel Portahle Gates
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“""""“““““““ Moveable Access Control and Security

Rolls Out of Sight When Not in Use



A

STARTER MAX  COLLAPSED INUSE  WEIGHT

STOCKNO.  WIDTH HEIGHT  HEIGHT (LBS.) e Galvanized finish. \

XL1265 135 '/
XL1270 140 e 3/4” x 3/8” steel U-channel webbing A
XL1275 146 riveted back to back with aircraft quality \

XL1280 172 . :
XL1285 aluminum rivets.

e 1-1/2” x 1-1/2” vertical member angles.

ADD-ON  MAX COLLAPSED INUSE  WEIGHT "
STOCKNO. WIDTH  HEIGHT  HEIGHT * 28" axles.
XL665 e Gates lock to wall mounted 12” padlock
XL670 hasp locking bar (2 included), padlock

XL675
XL680 order seperately.

XL685 ® 3” rubber wheels.

f STARTER {+1 ADD-ON {+1 ADD-ON—
12 FEET 6 FEET 6 FEET

Gates extend up to 12 feet and with 6 foot
add-ons you can seal off an area of any
width. Use a starter gate from 6-12 feet
wide then simply use add-on gates for
each additional 6 feet needed.

Other Products: Folding Gates, Aisle Gates, Barrier Gates
check them online at www.fgfred.com

ILLINOIS
ENGINEERED
PRODUCTS eSS

lllinois Engineered Products, Inc. 1 DD D 100% H.ﬂnf l"
4

Galvanized Steel Folding Gates can only be GASTIE 5
ordered through your authorized distributor. IN STOCK

AMERICA






